
Duct Unit 

The Sterionizer™ Duct Unit is designed for adding ionizing 

 technology into air ducts and other closed areas with an 

airflow.

The unit is maintenance free with innovative-patented self-

cleaning emitters. In addition, the unit includes a Modbus 

communication port that can easily be connected to any 

building management system.

It is easy to install the unit in any duct utilizing the pre-

drilled flange and  factory applied gasket. When installed 

at appropriate points, the unit keeps the duct system clean 

and ensures that the air  supplied is ionized.

Duct Unit Specifi cations

Product number IP2-2502-01

Room Size up to 200 m2

Recommended Air Flow up to 6000 m³/h 

Min Air Velocity (m/s) Min. 0.3 m/s 

No. of integrated Sterionizers D6 1 unit

Operation Environment Temp. (-10) - (+70)°C, Hum. 20-93% non-condensing

Power Supply Adapter - CLASS 2
US Version 110 V, 1 Phase, 60 HZ 
EU Version 230 V, 1 Phase, 50 HZ

Duct Unit Input Voltage 12/24 V AC/DC, 200 mA, 50/60 Hz

Power Consumption 4.8 W

Control Network Connection Modbus RS485

Outside Dimensions 130 x 130 x 92 mm (L x W x H)

Weight 2 kg 

Recommended distance from the air outlet in a duct system up to 15 m 
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AIR DUCT MOUNTED ACCESSORY

WITH RESPECT TO ELECTRIC SHOCK,

FIRE AND CASUALTY HAZARDS ONLY.
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Duct Unit Installation options

The Duct Unit is placed into an opening made at the ventilation duct

Duct Unit Installation options


